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GP-6000P User Guide (NEW)

1. Please charge battery at least 3 hours before first-time use. You can use it while charging after the first charge.

2. Turn off power switch before charging. Charging indicator shall lights on

RED when charging the battery; The indicator will turn to GREEN color

when finished. 

3. Please install antennas and tighten up according to the length indicator.

Kindly refer to the picture above.

4. Turn on the power switch and the Power LED shall light in RED.

5. The normal operational temperature is about 45°C. If the temperature is

higher than the above, turn off the power immediately and contact local

agent for help.

6. It can continuously operate up to 180 minutes after fully charged. The

Power LED will start to blink when battery capacity is low.

7. Placing the device on higher position for better coverage. 1 meters height is

recommended.

8. Avoid placing the device near metal objects, as they will absorb radio wave

and affect its performance.

Notice:

1. Keep away from direct sunlight and high temperature area.

2. When power on, keep away from computer, notebook PC, television, audio

and AM/FM radio to prevent interferences.

3. Do not power on if any antenna is not connected.

4. The functional coverage is greatly affected if antennas are not installed

correctly. Do ensure the antennas are properly connected before usage.

5. The Ni-MH rechargeable battery has estimated 500 times recharge cycles.

Please contact the local agent to replace battery if it is not rechargeable.

Ni-MH Battery storage condition

1. It is recommended that the batteries are stored at room environment,

temperature around 10 to 35°C and humidity approx. 50%. They should

protected from moisture and contamination, and away from high

temperature (e.g. direct sunlight).

Long Storage

1. After long storage, especially at higher temperature, the capacity of the

batteries would be lost in the form of self-discharge (please see the chart

attached). The two factors are: storage time and storage temperature. The

battery may have to be fully charged (at least 0.1CA for 16h). Depending

on the extent of storage, the battery may need to be charge / discharge a

few times before full capacity is obtainable.

An additional note

If the battery is already connected in the equipment, there may be a very small

drain current from the electronic circuit, which may overdraft the battery.

Generally this should be avoided.
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